
033000
CONCRETE
SLAB; S.S.D.

072113 RIGID INSULATION

075419 COVER BOARD

075419 PVC ROOFING

076000 ROOF FLASHING

076000 2 PIECE
REGLET/COUNTERFLASHING
ASSEMBLY

076000 GALVANIZED STEEL
COUNTERFLASHING

092423 PORTLAND CEMENT PLASTER
OVER METAL LATH OVER BUILDING
PAPER OVER EXT. GYPSUM SHEATHING

072713 BUILDING PAPER TO
LAP OVER WEEP SCREED

072713 12" WIDE SHEET MEMBRANE
UNDERLAYMENT; BEHIND WEEP
SCREED AND OVER REGLET, TYP.

T.O. CONC.

S.S.D.

NOTES:
1. REGLET AND WEEP SCREED TO HAVE 3" MINIMUM LEGS.
2. INSTALL CONT. BACKING @ BASE OF SHEATHING.
3. FOR ADDITIONAL NOTES SEE 1/A0426

SEAL ROOF MEMB. EDGE
WITH ROOFING CEMENT

092290 5/8" EXTERIOR
GRADE GYPSUM SHEATING

METAL
STRAPPING
TO RECEIVE
FLASTENERS

092423
EXTERIOR
GYP.
SHEATHING

092423 1ST
COURSE SASM
LAP OVER
ROOFING
TERMINATION

092423 2ND
COURSE SASM
3" WIDE, LAP
OVER WEEP
SCREED

8
" 

M
IN

.

075419
ROOF
BOARD

FASTENER

ROOF BOARD

BUILDING PAPER

PORTLAND CEMENT
STUCCO (WEEP

SCREED NOT SHOWN
FOR CLARITY)

076000 GALVANIZED
STEEL REGLET

076000 GALVANIZED
STEEL

COUNTERFLASHING

076000 2" WIDE
CLIP AT 30" O.C.

079202 4" LAP W/
SEALANT

RIGID INSULATION

BASE SHEET

CONCRETE WALL
WHERE OCCURS

3
 1

/2
" 

M
IN

SASM

FASTENERS
AT 12" O.C.

COVER BOARD

075419 PVC ROOFING

076000 ROOF
FLASHING

2�PIECE
HORIZONTAL
EXPANSION
JOINT

EXTERIOR GRADE GYPSUM
SHEATHING

CEMENT PLASTER

3
"

1
"

3
"

9" WIDE STRIP OF SASM
OVER TOP OF
EXPANSION JOINT

BUILDING PAPER OVER
TOP OF SASM

12" WIDE STRIP OF 25 MIL
SASM. TUCK INTO DRIFT
JOINT CAVITY BETWEEN THE
SHEATHING. BUILDING PAPER
SHALL STOP 3" BELOW THE
DRIFT JOINT AND BE LAPPED
BY THE 12" STRIP OF SASM

2 LAYERS OF BUILDING PAPER

PAINTER'S
TAPE

SINGLE LAYER OF BLDG
PAPER OVER SASM

ATTACHMENT

TOP & BOTTOM OF DRIFT
JOINT SHOULD BE INSTALLED
AND STAGGERED BY AT
LEAST 1 STUD BAY

2 LAYERS OF BUILDING
PAPER

25 MIL, 6" WIDE SASM,
CENTERED BEHIND REVEAL

2 LAYERS BLDG.
PAPER

SINGLE LAYER BUILDING
PAPER SLIP SHEET

GALVANIZED METAL LATH

EXTRUDED ALUMINUM
REVEAL

LATH FASTENERS

FASTEN REVEAL @ 16" O.C.
HORIZONTALLY

CEMENT PLASTER

EXTERIOR GRADE
GYPSUM SHEATHING

1
 1

/2
"

3" MIN.

.
.

.3 1/2"

+/. 1"

1"

24 GA. GSM HEAD
FLASHING

24 GA. GSM MODIFIED
SAME CASING

APPLY SEALANT
BETWEEN HEAD
FLASHING AND
MODIFIED JAMB
CASING

REFER TO SPEC. SECTION
076000 FOR SEQUENCE OF
FLASHING REQUIREMENTS.

SHEET MEMBRANE FLASHING LAPPED
OVER DOOR HEAD FLASHING,
EXTEND MEMBRANE 12" MIN. ABOVE
MOLDING
& WRAP 4" INTO OPN'G. & SEAL ALL
TERMINATIONS W/ L.M.

2�LAYERS BUILDING PAPER
OVER FLASHING

MET. CASING BEAD
OVER FLASHING

DIM POINT

DOOR R.O.

SASM OVER
CASING BEAD

H.M. FRAME W/ CONT. WELDED
BACK PLATE�  SECURE W/
CONTERSUNK FASTENERS

SHIMS

PREFORMED PAINTED
GALV.  SHEET MET.
FLSH'G W/ DRIP

DBL. SNT. & B.R. (TYP.)

PROVIDE  BOXED
BEAM CONS.

PERIM SEALANT (TYP.)

MET. CRNR. BEAD

NOTE: JAMB
SIMILAR

081113 EXTERIOR DOOR
AND FRAME

1/4" THICK GALVANIZED
STEEL CHECKER PLATE SET

IN BED OF SEALANT

076000 GALVANIZED STEEL
SPRING.CLIP REGLET

FASTENER

076000 ROOF FLASHING

072113 RIGID INSULATION

T.O. CONCRETE

S.S.D

T.O.W.

EL: +1'.10 1/2"

081113 THRESHOLD

075419 COVER BOARD

075419 ROOF BOARD

051200 6" MTL. STUDS

PARAPET OR SCREEN WALL
43' . 0"

074213 CORRUGATED GALV.
METAL MECHANICAL SCREEN

054000 GALV. 6" MTL. STUD
FRAMING

051200 STRUCTURAL STL.
FRAMING; SEE STRUCTURAL
DRAWINGS

074456 CEMENTIOUS FIBER
CEMENT PANELS

054000 SUB.STRUCTURE
FOR ATTACHING PANELS

1" AIR SPACE

092290 FIBERGLASS FACED
GYPSUM SHEATHING

076200 PRE.FINISHED MTL.
PARAPET CAP

054000 GALV. 6" MTL. DOUBLE
STUD FRAMING

054000 GALV. 6" MTL. DOUBLE
STUD FRAMING

079202 BUILDING EXTERIOR
JOINT SEALANT

GALV. METAL L.ANGLE FINISH
PIECE AT GALV. CORRUGATED
MECHANICAL SCREEN

COMBINATION VAPOR AND
MOISTURE BARRIER

1 1/2" RIGID CONTINUOUS RIGID
INSULATION

2

ROOF
33' . 0"

074213 CORRUGATED GALV.
METAL MECHANICAL SCREEN

054000 GALV. 6" MTL. STUD
FRAMING

074456 CEMENTIOUS FIBER
CEMENT PANELS

054000 SUB.STRUCTURE
FOR ATTACHING PANELS

1" AIR SPACE

092290 FIBERGLASS FACED
GYPSUM SHEATHING

054000 GALV. 6" MTL. DOUBLE
STUD FRAMING

GALV. METAL L.ANGLE FINISH
PIECE AT GALV. CORRUGATED
MECHANICAL SCREEN

COMBINATION VAPOR AND
MOISTURE BARRIER

055000 WATERTIGHT GALV.
RAIN COLLAR

076000 ROOF FLASHING

075419 PVC ROOFING ASSEMBLY

FASTENER

SASM

072313 COMBINATION VAPOR
AND MOISTURE BARRIER

076000 GALVANIZED STL.
COUNTER FLASHING . 2" WIDE

CLIP AT 30" O.C.

076000 GALVANIZED STL.
SADDLE FLASHING

8"

8"

072313 COMBINATION VAPOR
AND MOISTURE BARRIER

092290 FIBERGLASS FACED
GYPSUM SHEATHING
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GENERAL NOTES

KEY NOTES

PROJECT
NORTH

LEGEND

Veterans Affairs Palo Alto Heath Care System
3801 Miranda Ave,Palo Alto, CA 94304

640.385

Seals and Signatures
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EXTERIOR DETAILS . PORTLAND
CEMENT PLASTER

Approver

CW BKJUNE 14, 2013

VA SIMULATION CENTER

ISSUE FOR BID

 3" = 1'.0"
2

TYP. FLASHING AT STUCCO WALL

 3" = 1'.0"
1

ROOF COUNTER FLASHING DETAIL

 6" = 1'.0"
3

TYPICAL DRIFT JOINT DETAIL

 12" = 1'.0"
4

A8.36 TYPICAL HORIZONTAL REVEAL JOINT

 6" = 1'.0"
6

HM DOOR HEAD DETAILING AT PLASTER ISOMETRIC

 6" = 1'.0"
5

HOLLOW METAL DOOR FLASHING . HEAD
 3" = 1'.0"

9
THRESHOLD AT LEVEL 2 EXTRIOR DOOR

 3" = 1'.0"
12

SECTION AT MECHANICAL SCREEN . HEAD

 3" = 1'.0"
10

SECTION AT MECHANICAL SCREEN . SILL
 3" = 1'.0"

7
SADDLE FLASHING . AXON VIEW

ADDENDUM 1 02/06/2014

05/16/2014ADDENDUM 2


